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OD FOLDING DOORS 


The reputation for quality, enjoyed by the Pella Wood 
Folding Door, is based on efficient design, finest materials 
and conscientious workmanship. Many thousands of these 
doors now in residential, commercial and institutional use 
attest to their decorative appeal and durability. 

WOOD FOR NATURAL BEAUTY—All wood construction 
is one of the reasons that Pella Folding Doors have 
achieved this high degree of acceptance. The warm, natural 
beauty of wood lends itself to any decorative scheme in 
combination with paneling or other wood trim. Or, Pella 
Folding Doors may be painted or stained as desired. 

WOOD FOR DURABILITY—In addition to its decorative 
qualities, wood has long enjoyed a reputation for dura¬ 
bility. Pella Folding Doors of wood are constructed by 


Architect: J. M. Little and Associates, Toledo, Ohio 


• HEAD STOP 

Spring*action catch at top of 
end post engages head stop 
to insure tight stack. 


• CONCEALED TRACK 
No exposed hardware to mar 
the beauty of Pella Doors. Track 
is concealed by beveled wood 
mould to match door. Track and 
mould are drilled and furnished 
with screws. 


Architect: Graffunder-Nagle & Associates, Minneapolis, Minnesota 
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modern methods which utilize a built-up core of solid wood 
blocks, warp-free and possessing exceptional strength and rigid¬ 
ity. Fine veneers are then bonded to the core. The result is a 
wood folding door which will maintain its functional utility and 
beauty for many years. Pella Wood Folding Doors are available 
in Pine, Philippine Mahogany, Birch, Oak, White Ash and 
American Walnut. 

EFFICIENT SPACE UTILIZATION— Pella Wood Folding Doors 
used in standard door opening widths require only a fraction 
of the space taken by ordinary swinging doors. The average 
swinging door uses from 5J/2 t0 11 square feet of floor space 
and 18 square feet of wall space, while the Pella Door converts 
this area to usable space by stacking within its own frame. When 
used as movable partitions, Pella Wood Folding Doors divide 
large rooms into smaller, private areas in a matter of minutes. 


MATERIALS SAVING —You make substantial material savings 
with Pella Folding Doors. By simply carrying the wall material 
around door openings you can omit finish trim and jambs. Where 
large doors are used for room dividers or wardrobe doors, specify 
floor-to-ceiling Pella Doors and run them from wall to wall. 
This eliminates the need for costly header and ’stub” wall con¬ 
struction. It also gives the effect of a beautiful wood paneled 
wall. Expensive double wall construction, necessary to provide 
recess for sliding doors, is also eliminated with Pella Wood 
Folding Doors. 

SIMPLIFIED INSTALLATION— THREE stock size Pella Doors 
can be installed in the time normally required to install ONE 
swing-type door. Pella Doors come as a packaged unit, complete¬ 
ly factory assembled. Doors exceeding 8' in width are shipped 
in sections for ease of handling and installing. 



Free-riding hangers attached to 
every other panel provide easy, 
gliding action. Nylon rollers fur¬ 
nish quiet operation. No adjust¬ 
ment required to insure proper 
fit and optimum operation in 
even slightly out-of-plumb open¬ 
ings. 



• HANDLE AND LATCH 

Matching wood handle and spring- 
type latch are standard equipment 
on all Pella Doors at no extra cost. 
Thumb locks or keylocks available 
as extras where required. 



• LAMINATED PANELS 
Core blocks of Pella Door panels 
are laminated with water-resistant, 
plastic glue. Pella's exclusive 
"Lamicor" process assures panel 
straightness and vertical alignment 
indefinitely. 



• SPRING HINGING 
Special steel alloy springs hold 
Pella Door panels together and act 
as hinges. These spring connectors 
run horizontally and are spaced 
14-7/10" apart. 



Architect: Frederick J. Schweitzer, Milwaukee, Wisconsin 


Architect: Brown and Healey Company, Cedar Rapids, Iowa 
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WOOD FOLDING DOORS 



• STOCK DOORS 


Stock doors are available in the following sizes: 2'4", 2'8" and 
V 0"; height of all stock doors is 6'8". Pine, Birch, Ash or 
Philippine Mahogany can be furnished in these sizes as stock 
doors. Available either finished with scratch-resistant lacquer 
or unfinished. Unfinished doors are sanded and ready for 
on-the-job matching and finishing. 

• CUSTOM DOORS 

Custom Doors are available in heights up to 12' 1". Maximum 
widths single, double end post, and joining doors shown on 
Page 5 under "ADAPTATIONS.” 


Pine, Plain Red Oak, Unselected Birch, American Walnut, White 
Ash and Philippine Mahogany can be supplied either finished 
or unfinished. 

• SIZE CHART 

Shown below is a chart in which stack dimensions are related 
to opening widths. Double End Post Doors have a stack size 
2" greater per opening width than shown in this chart. This is 
especially important when designing recessed stacking installa¬ 
tions. (See Page 5). 
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* Double End Post Doors have a stack size 2" greater per opening width than shown above. 


DIMENSIONS FOR DETAILING 

EXTENDED POSITION FINISHED OPENING HEIGHTS 
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ADAPTATIONS 

Scale: 3" = TO" 
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• single door 

Single doors fold back compactly. Jamb stack width 
is only 4*4", fitting neatly within average door 
frame. Single doors available in heights up to 12' 1" 
and widths up to 30'2V4" 


• door with double end post 

Pella Folding Doors with double end posts can be 
used for double closets, providing full accessibility to 
either side, or in multiple use where large areas are 
to be divided. Latch or lock securely to either or 
both jambs. Double end post doors available in 
heights up to 12' 1" and widths up to 30' 4*4". 




• door with joining ond post 

Where joining pairs of doors are preferred, two Pella 
Doors can be installed with end posts joining at the 
center or at any designated point. Doors are also 
available as joining pairs with double end posts to 
accommodate special job conditions. Pairs of joining 
doors are available in heights up to 12' 1" and widths 
up to 60' 41 / 2 ". 


> RECESSED APPLICATIONS 

Scale: 1 Vi" = 10" 




• hinged recess door 

This type installation enables a Pella Door to be 
stacked into the recessed area and the panel closed 
to cover end of door. Depth of pocket is determined 
by adding 2" to the stack dimension of the double 
end post door required. See size chart . (Door stops, 
hinged pocket door, and trim by others.) 


• sliding recess panel 

This type installation also enables entire door to be 
stacked into the recessed area. When door is in use, 
panel travels forward and covers opening of recessed 
area. Pocket depth is determined by adding Vi" to 
stack dimension of double end post door required. 
See size chart. (Sliding panel extra. Door stops and 
trim by others.) 
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WOOD FOLDING DOORS 


SPECIAL TRACKS 



• cross-over switch 


Permits one Pella Door to' cross track of another door 
section which operates at a right angle. Cross-over frog 
is manually operated. 



With this switch, one door section can be used to divide 
a room into two parts at predetermined points. Also 
useful for storing folded doors parallel to wall. Switch 
is operated by engaging end post of door and turning. 



Ideal for moving Pella Doors around structural members 
and for achieving free-form wall effects. Pella curved track 
and track mould are available in the following radii: 
1, li/ 2 , 2, 3, 4, 6, 8, 10 feet. 


END POSTS 



• 2-way end post 

A 2-way end post is a special end post used on one door 
where two meet at right angles. The other door carries 
a standard end post. 



angles. It is free rolling but may be latched or locked to 
any of the three joining doors. 



angles. It is free rolling but may be latched or locked to 
any of the four joining doors. 
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TYPICAL HEAD SECTIONS 

Scale: 3" = l'O" 


SPECIFICATIONS 



RECESSED IN PLASTER 




TRACK DIMENSIONS 

(not to scale) 


T—n 



1 " 


V \/_L 

The track shown above is standard with 
all Pella Doors, regardless of height. It 
has been engineered for maximum load. 
Track is steel with baked enamel finish. 


TYPICAL JAMB SECTIONS 


Scale: 3" = l'O" 



GENERAL —Doors shall be of wood, folding, 
accordion-type, suspending from a track at the 
head. There shall be no guides or track at the 
floor. All spring hinges shall be concealed in 
the closed position. Doors shall be factory 
assembled. 

TRACK AND HANGERS— Track shall be no 
less than 20 gauge in thickness and shall have 
a corrosion-resistant coating. Track dimensions 
shall be 1" x 1". Hanger assemblies and bear¬ 
ings shall be of all-nylon construction designed 
for free, quiet operation. Hangers shall be in¬ 
stalled on alternate panels. 

PANELS —All panels shall be made of carefde¬ 
selected, kiln-dried lumber. "Lamicor” process 
of glued-up wood block cores faced with veneers 
bonded with water-resistant plastic glues shall 
comprise the panels. Panels shall be %" thick 
and 3%" wide. 

HARDWARE —All metal parts shall be plated 
with suitable corrosion-resistant coating. Spring 
hinges shall be made of .024 hard-drawn, high- 
carbon spring wire, galvanized before drawing, 
and shall be 5/32" in diameter. Doors shall be 
supplied complete with all necessary screws, 
latches and installation hardware. It shall be 
possible to install all hardware without cutting 
or mortising the door openings. 

TRIM —Doors shall be supplied with wood head 
mould to conceal the track and a jamb mould 
for jamb closure. 

Note: Specifications subject to change without 
notice. 
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VENEER SELECTION AND FINISH 

Pella Wood Folding Doors are available with standard clear 
finishes in the six natural veneers shown below. All Pella 
Doors can be ordered unfinished for on-the-job treatment. 


Unfinished doors are sanded and ready for paint, varnish, 
or other finishes. 


Color and grain patterns will vary from finished samples shown. Veneers used in Pella Wood Folding Doors 
are Philippine Mahogany, Plain Sliced Red Oak, Pine, American Walnut, White Ash and Unselected Birch. 



PHILIPPINE 

MAHOGANY 


BIRCH 


OAK 



PINE WALNUT ASH 


GENERAL INFORMATION 

ORDER DIMENSIONS 

For WIDTH, use the exact opening width in inches at point of 
installation. 

For HEIGHT, use the exact height in inches from top of the 
finished floor or floor covering to the point where the track will 
be attached to the head. Factory makes allowance for Yi” clear¬ 
ance at the bottom. 

COMPLETELY PACKAGED 

Pella Wood Folding Doors are prefitted and factory-assembled 
for quick, easy installation. Package contains door, all necessary 
hardware (including latch) fittings, track, track mould, and illus¬ 
trated installation instructions. The average size Pella Door can 
be installed in 30 minutes or less. 

PELLA REPRESENTATIVES 

Rolscreen Company distributors are located in all major cities in 

the United States and Canada. Consult your local telephone ROLSCREEN COMPANY • PELLA IOWA 

directory or write Rolscreen Company, Pella, Iowa. Form FD 60 LITHO IN U. S. A. 
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